
Trunk Parameters required on the EWSD for MLPP Voice and Data 
 
T1 CAS 
 
TGFEAT:  NOEXPCAC & DSN & PREEMPT 
 
CLOSS:  CLOSS0 
 
SEIZVALT:  458 
 
 
E1 CAS 
 
TGFEAT:  NOEXPCAC & DSN & PREEMPT & GSLAWCNV 
 
CLOSS:  CLOSS0 
 
SEIZVALT:  458 
 
T1 PRI 619A 
 
ILNATT:  NETI & PREEMPT & DSN & NSNATPRI & BCHAVS & USP 
                (Note:  USP is used only when PRI is designated at the USER) 
 
BCEQN:  SP (Speech) & C56 (Data 56kb) & C64 (Data 64kb) & AU3 (3.1kb Audio) 
 
E1 PRI 619A 
 
ILNATT:  NETI & PREEMPT & PCM30 & NOPRTERR & DSN & ETSI & USP  
(Note:  USP is used only when PRI is designated at the USER) 
 
BCEQN:  SP (Speech) & C56 (Data 56kb) & C64 (Data 64kb) & AU3 (3.1kb Audio) 
 
T1 SS7 619A 
 
SS7FEAT:  OVRSS7GL & DSNCSIG 
 
TGFEAT:  NOEXPCAC & DSN & PREEMPT 
 
CLOSS:  CLOSS0 
 
 
 
 
 
 


